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Series = Duetto Analytics - Professional

DA = Duetto Analytics Professional

Advanced diagnostic tools, device discovery, interactive dashboard view, 
detailed sensor and historical trending, and in-depth failure analysis. 
Additionally, includes sensor and system health signatures, event logs, alarms, 
the ability to upload maintenance SOPs and area photographs, role-based 
authentication, and software integration capabilities with SAP and PI Vision. 
Comes with 4 hours of remote support for initial server setup and an 8-hour 
annual remote training and support allowance.
Duetto Analytics is an on-premise, multiuser software platform designed for 
real-time trending, diagnostics, and predictive functions for Maestro’s IIoT 
devices and “last mile” communication networks.
This software can be installed on either the Process Control (PCN) or Business 
Network, eliminating the need for additional custom HMI or SCADA 
development.
Simply connect Maestro’s IIoT Air Quality Stations, network signs, automated 
regulators, or network nodes, and Duetto Analytics will scan the network and 
automatically populate the equipment.
Within moments, you’ll have live information on your desktop.
Duetto Analytics also stores historical data, allowing you to easily access past 
events, alarms, or equipment failures.
Its real-time diagnostic and predictive functions provide a health status for the 
entire air quality station, down to the gas or airflow sensor. This enables 
operations to deploy maintenance to the correct location with the proper 
replacement equipment, unlike analog systems that require on-site inspections 
to determine failure conditions.
Additionally, Duetto Analytics manages sensor calibration records and tracks the 
calibration schedules of all devices on the network.

2 = Devices

003 = Trial version for 3 devices for 90 
days.
005 = Support for up to 5 devices.
010 = Support for up to 10 devices.
025 = Support for up to 25 devices.
050 = Support for up to 50 devices.
100 = Support for up to 100 devices.
200 = Support for up to 200 devices.

UNL = Unlimited devices.

***A device is defined as a single MAC-
addressable unit, such as Zephyr AQS, 
Vigilante AQS, ModuDrive Actuators, 
SuperBrite Marquee Displays, Ethernet/IO, 
DustMon PM, and Plexus PowerNet node. 
The total number of devices is the sum of 
all MAC-addressable units.

3 = Options

NR  = Not Required.  Software to be installed on 

clients Virtual Machine.

PLS = Preloaded Server. Duetto Analytics comes 
preloaded with a sealed fanless industrial edge 
computer. This industrial fanless edge gateway 
brings the ease of ARM architecture to an ultra 
small form factor and backed by a stable Linux 
OS.
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